
Brown & Gammons Ltd, 18 High Street, Baldock, 
Herts, SG7 6AS. 

Tel: 01462 490049 sales@ukmgparts.com 

BROWN & GAMMONS LTD 
FUEL PUMP ELBOW SET             AUA1478K 

1. Disassemble Fuel Pump Elbow Set, as it is 
supplied (As shown in Fig B) 

2. Move cap nut and compression sleeve to posi-
tions shown in Figure A. 

3. Tighten Cap nut on fuel pump fitting. Be 
careful not to over-tighten. 

4. Tread hose on elbow, again being careful not 
to overtighten.  

Brown & Gammons Ltd, 18 High Street, Baldock, 
Herts, SG7 6AS. 

Tel: 01462 490049 sales@ukmgparts.com 

BROWN & GAMMONS LTD 
FUEL PUMP ELBOW SET             AUA1478K 

1. Disassemble Fuel Pump Elbow Set, as it is 
supplied (As shown in Fig B) 

2. Move cap nut and compression sleeve to posi-
tions shown in Figure A. 

3. Tighten Cap nut on fuel pump fitting. Be 
careful not to over-tighten. 

4. Tread hose on elbow, again being careful not 
to overtighten.  

Brown & Gammons Ltd, 18 High Street, Baldock, 
Herts, SG7 6AS. 

Tel: 01462 490049 sales@ukmgparts.com 

BROWN & GAMMONS LTD 
FUEL PUMP ELBOW SET             AUA1478K 

1. Disassemble Fuel Pump Elbow Set, as it is 
supplied (As shown in Fig B) 

2. Move cap nut and compression sleeve to posi-
tions shown in Figure A. 

3. Tighten Cap nut on fuel pump fitting. Be 
careful not to over-tighten. 

4. Tread hose on elbow, again being careful not 
to overtighten.  


